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REPLACABLE NUT ELEMENT, VARIABLE
COUNTERBORE, STRESS RELIEVING FASTENER
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TABLE I - DIMENSIONS AND DASH NUMBERS
NAFCO THREAD INSTALLATION HOLE SIZE oA B © ® L v oz
PART NUMBER NOMINAL OVERSIZE
. . +. .
(AS8879) w1 owa | v | e | MR | mAx. Max. | MmN 005 | MIN
/10/ 12/
NA2397-032-T11-1() 260 | 070
NA2397-032-T-11-2-( ) 325 | 125
NA2397-032-T-11-3-( ) 385 | 188
NA23s7032 T ()] 190032 UNIF-3B | 2969 | 2084 | 3125 | 3140 | 590 | 490 | 200 [—ES——o— 050 | 1035
NA2397-032-T-115-( ) 510 | 313
NA2397-032-T-11-6-( ) 575 | 375
NA2397-048-T-1I-1( ) 305 | 070
NA2397-048-T-11-2-( ) 370 | 125
NA2397-048-T-11-3-( ) 430 | 188
NA23sT0RTIEa () 50028 UNIF-3B | 3438 | 3453 | 3594 | 3609 | 705 | 595 | 200 oot 050 | 2535
NA2397-048-T-11-5-( ) 560 | 313
NA2397-048-T-11-6-( ) 615 | 375
NA2397-054-T-1I-1-( ) 350 | 070
NA2397-054-T-11-2-( ) 405 | 125
NA2397-054-T-11-3( ) 465 | 188
NA23sT 0B TIEA ()] S12524 UNIF-38 | 4063 | 4083 | 4219 | 4239 | 05 | 685 | 250 [t 050 | 3160
NA2397-054-T-11-5-( ) 590 | 313
NA2397-054-T-11-6-( ) 650 | 375
NA2397-064-T-1I-1-( ) 380 | .070
NA2397-064-T-11-2-( ) 430 | 125
NA2397-064-T-11-3-( ) 495 | .188
NAz3070G T ()| 75024 UNIF38 | 4688 | 4708 | ds44 | dsee | 1025 | 70 | 280 oo 050 | 3785
NA2397-064-T-11-5-( ) 635 | 313
NA2397-064-T-11-6-( ) 690 | 375
NA2397-080-T-TI-1-( )| .5000-20 UNJF-38 | 5938 | 5958 | .6094 | .6114 | 1.250 | 1.000 | .250 | .560 | .070 | .065 | .5035
CONFORMS TO: N B FCO U S B L C PART NUMBER
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